
 

 

Specification 

CAB series portable blower  
 

SF series portable blower has many advantages such as excellent function, 
specially style, light weight, string wind-power and reasonable structure. It’s special 
manufactured for underground cable maintenance, shipping making, exhaust for 
fire fighting, piping construction and in other difficult working situation for ventilation. 
 

Note: 
Make sure the ventilator’s voltage in accordance with local voltage before use, 

the ventilator only can be used in ordinary situation, but not high humidity situation 
for the problem of safety caused by insulated. And please find a professional 
maintenance man to rub the lube in machinery axletree after ventilator has used 
1000hours,to ensure the ventilator has long-life. 

Installing dimension   mm 
 

 

 
 

Function parameter list 

WARNING 

1. If the supply cord is damaged, it must be replaced by the manufacturer, its 
service agent or similarly qualified persons in order to avoid a hazard. 

2 The product is not for people who are physically weak, slow to react or mentally 
impaired (including children) to use, unless there are guardian to instruct and 
help.Children must be supervised to use the product, ensuring that they do not 
play with the appliance. 

Model A B C D E 

200 310 245 210 250 310 

250 310 245 250 290 350 

300 380 245 300 340 410 

350 420 / 356 410 455 

400 460 / 407 465 505 

450 460 / 457 515 555 
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CAB200 200 220-240 50/60 180 2800/3300 25 240 70 

CAB300 300 220-240 50/60 520 2800/3300 60 345 83 

CAB450 450 220-240 50 1700 2800 125 972 96 
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